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IWU RECEIVES CODECS FROM THE VOATM 
CALL AGENT 

i ~ 

IWU RECEIVES CODECS, TRUNK GROUP, AND 
EDGE GATEWAY IDENTIFICATION DATA FROM THE VOIP 
CALL AGENT AND CONVERTS TO ATM PROFILE DATA 

i ~ 

IWU SENDS PROFILE DATAAND CONNECTION ESTABLISHMENT DATA TO THE ATM 
EDGE GATEWAY WHICH MAKES A PROFILE SELECTION. THE PROFILE SELECTION 
IS FORWARDED TO THE VOATM CALL AGENT WHICH ESTABLISHES A CONNECTION 

THROUGH THE ATM NETWORK 



IWU RECEIVES THE SELECTED PROFILE FROM THE VOATM CALL AGENT 



i 

IWU CONVERTS THE SELECTED PROFILE INTO A CODEC WHICH IT SENDS, ALONG 
WITH IWU IDENTIFICATION DATA TO THE VOIP CALL AGENT 

; 

IWU RECEIVES A SETUP MESSAGE FROM THE ATM NETWORK, AND RESPONDS 

WITH AN ATM CONNECT MESSAGE 

i 

IWU RECEIVES A COMMAND FROM THE VOATM CALL AGENT TO PLACE THE 
CONNECTION IN RECEIVE ONLY MODE 

IWU RECEIVES A COMMAND FROM THE VOATM CALL AGENT TO PLACE THE 
CONNECTION IN SEND/RECEIVE MODE 



FIG. 6 



